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WARRANTY
THE PHANTOM LABORATORY INCORPORATED (òSelleró) warrants that this prod-
uct shall remain in good working order and free of all material defects for a period of 
one (1) year following the date of purchase. If, prior to the expiration of the one (1) year 
warranty period, the product becomes defective, Buyer shall return the product to the 
Seller at:
        By Truck                                                        By Mail
        The Phantom Laboratory, Incorporated      The Phantom Laboratory, Incorporated
        2727 State Route 29                                     PO Box 511                                
        Greenwich, NY 12834                                  Salem, NY 12865-0511
  
Seller shall, at Sellerõs sole option, repair or replace the defective product. The Warranty 
does not cover damage to the product resulting from accident or misuse. 

IF THE PRODUCT IS NOT IN GOOD WORKING ORDER AS WARRANTED, THE 
SOLE AND EXCLUSIVE REMEDY SHALL BE REPAIR OR REPLACEMENT, 
AT SELLERõS OPTION.  IN NO EVENT SHALL SELLER BE LIABLE FOR ANY 
DAMAGES IN EXCESS OF THE PURCHASE PRICE OF THE PRODUCT.  THIS 
LIMITATION APPLIES TO DAMAGES OF ANY KIND, INCLUDING, BUT NOT 
LIMITED TO, DIRECT OR INDIRECT DAMAGES, LOST PROFITS, OR OTHER 
SPECIAL, INCIDENTAL, OR CONSEQUENTIAL DAMAGES, WHETHER FOR 
BREACH OF CONTRACT, TORT OR OTHERWISE, OR WHETHER ARISING OUT 
OF THE USE OF OR INABILITY TO USE THE PRODUCT.  ALL OTHER EXPRESS 
OR IMPLIED WARRANTIES, INCLUDING, BUT NOT LIMITED TO, THE IMPLIED 
WARRANTY OF MERCHANT ABILITY AND FITNESS FOR PARTICULAR PURPOSE, 
ARE HEREBY DISCLAIMED. 

WARNING 
This product has an FH3-4 mm/min flame rating and is considered to be flammable. 
It is advised not to expose this product to open flame or high temperature (over 125Á 
Celsius or 250Á Fahrenheit) heating elements.
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Introduction

The Phantom Laboratory, Incorporated and physicist Charles W. Coffey, II, Ph.D. have 
developed the RSVP Pelvis PhantomÊ to provide localization and dose verification for 
IMRT systems.  

A variety of techniques may be used to measure the radiation dose delivered to the 
tumor vessel. Quantitative dose measurements may also be obtained by using commer-
cially available probes and ionization chambers. 

Because each medical facility has its own unique set of requirements, we do not make 
specific recommendations on the frequency and expected results of evaluations.  Review 
the local governing regulations, the needs of your radiologists, oncologists, physicists, 
and your system manufacturerõs recommendations, when developing your measurement 
protocols. 

If you have questions about the operation of the RSVP Pelvis PhantomÊ or the optional 
equipment that is available for the phantom, please contact The Phantom Laboratory at 
the following address:

The Phantom Laboratory, Incorporated
PO Box 511, Salem NY 12865   USA        
Phone: 800-525-1190 or 518-692-1190  
Fax: 518-692-3329
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